
CONTINUOUS SEALANT w/ BACKER ROD,
TYPICAL

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUMINUM ADAPTER, AND
SILICON RUBBER CORNERS/ SHEETS w/
LOCK IN DART, TYPICAL

2" INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM (R-14), TYPICAL

PREFINISHED DRIP FLASHING, 4" END LAPS
w/ CONTINUOUS CAULK AT LAPS, 4" BACK
LEG MINIMUM, BY HORIZONTAL METAL
PANEL MANUFACTURER

CONTINUOUS STARTER CLEAT, BY
HORIZONTAL METAL PANEL MANUFACTURER
W/CONT MEMBRANE FLG TO SELF-ADHERED
MEMBRANE STRIP-IN

1-1/2" GALVANIZED "Z" FURRING ATTACHED
TO INSULATED-CORE METAL WALL BACKUP
PANEL BY SUBFRAMING FASTENER
PROVIDED BY INSULATED-CORE METAL
WALL BACKUP PANEL SYSTEM
MANUFACTURER, TYPICAL

ALUMINUM EXTERIOR SUN CONTROL
DEVICE TO BE PROVIDED BY STOREFRONT
CONTRACTOR. STOREFRONT CONTRACTOR
SHALL DESIGN ATTACHMENT OF EXTERIOR
SUN CONTROL DEVICE TO STOREFRONT
SYSTEM, TYPICAL

CONTINUOUS SEALANT w/ BACKER
ROD, TYPICAL

CONTINUOUS 3"x2" STEEL
ANGLE, SEE STRUCTURAL

2"x5" STEEL TUBE, SEE
STRUCTURAL

PRIMARY MEMBRANE FLASHING
FROM WINDOW PERIMETER TO
PANEL LINER, BY INSULATED-
CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER

2"x6-1/2" THERMAL BROKEN
ALUMINUM STOREFRONT
SYSTEM

1" GLAZING AS SCHEDULED

6" GALVANIZED METAL STUDS @
16"o.c. W/CONT TRACK AT ENDS

6" SPRAY CELLULOSE INSULATION
(R-19) PROVIDE HORIZONTAL
BLOCKING @ 4'-0"o.c. VERTICALLY

MCB

TREATED WOOD NAILER AT
WINDOW PERIMETER

5/8" GWB

2 3/8"
N.T.S. 2" 8" 5/8"

CONT SELF-ADHERED MEMBRANE STRIP-IN

FINISHED FLOOR
1471'-8"

CONT PREFINISHED MET BRAKE
FORMED SUBSILL FLASHING W/1/8"
BACK LEG, SET ON DOUBLE BEAD OF
SEALANT, DAMN ENDS AT
OPENINGS, FORM CHAMFERED FACE
W/EDGE RETURN, TYPICAL

STOREFRONT SILL ON CONT SILL
FLASHING, SHIM AND SEALANT SET
PER MANUF SPECS OVER SUBSILL
FLASHING NOTED BELOW

FINISH
GRADE

6"x18" CONCRETE
MAINTENANCE STRIP

TYP NOTE:
HAND RUB EXPOSED EXIST
CONC FACE TO SMOOTH
APPEARANCE W/ SPECIAL
COATING

CONT SEALANT
W/BACKER & FILLER BD 1

"

TYP SOUTHWALL NOTE:
SAWCUT 1 1/2" x 1 1/2" CHAMFER AT
EXIST CONC SLAB EDGE AT EXIST SHOP
DOOR OPENINGS - V.I.F.

2
"

6
"

PREFINISHED METAL HORIZONTAL WALL
PANELS & TRIM SYSTEM, RE:B9/AE501

1-1/2" GALV METAL "Z" FURRING, 16" O.C., ANCHOR
SECURELY TO INSULATED BACKUP PANEL CLIPS
PER PANEL MANUF SPECIFICATIONS

PROVIDE FLEXIBLE MEMBRANE FLG TOP WRAP
PER INSULATED-CORE METAL WALL PANEL
SYSTEM MANUF, TYPICAL

NEW STRUC SUPPORT
MEMBERS, RE: STRUC

EXTERIOR 8" x 18 GA GALV METAL STUDS,
16" O.C. W/CONT TRACK AT ENDS.

CONTINUOUS SEALANT

MIN 6" SPRAY CELLULOSE INSULATION
(R-19) PROVIDE HORIZONTAL
BLOCKING @ 4'-0"o.c. VERTICALLY (FILL
VOIDS AT STRUC

CONT PREFIN METAL
GUTTER AND DOWNSPOUTS
W/1"x1/4" S.S. HANGER
STRAPS 18" OC

CONT FULL HEIGHT PREFIN METAL FASCIA
W/CONT PANEL STARTER CLIP BOTTOM

CONT PREFIN METAL EDGE
FLASHING W/CONT CLEAT AT
BOTTOM RETURN

1
 5

/8
"

6"

1
/2

"
4
 1

/2
" 1/2" 5"

CONT 30 MIL PVC FLASHING SET MIN
6" UNDER EXIST ROOF MEMBRANE &
TO GUTTER BOTTOM

STRIP-IN EXIST ROOF MEMBRANE PER
MANUF SPECIFICATIONS

GENERAL NOTE:

COORDINATE EXIST ROOF REMOVAL
W/MANUF PRIOR TO DEMOLITION &
PROVIDE REPAIRS TO MAINTAIN ROOF
WARRANTY

EXIST ROOF MEMBRANE (VERIFY ON JOB)

EXIST BAR JOIST

PROTECT EXIST ROOF CONSTRUCTION (VERIFY
ON JOB).

5/8" GYPSUM WALLBOARD CEILING ON
1-1/2" x 18 GA HAT CHANNELS, 24" O.C.
WITH R-30 SPRAYED CELLULOSE INSUL
ABOVE, ANCHOR CHANNEL SECURELY
AT EACH EXISTING ROOF TRUSS JOIST
(RE:KEYED NOTE #30 FOR ADDITIONAL
REQUIREMENTS)

5/8" GWB W/FLUID APPLIED VAPOR
PERMEABLE MEMBRANE AIR
BARRIER (ON WALL ABOVE CLG)

2" INSULATED-CORE METAL WALL BACKUP PANEL
SYSTEM (R-14) W/FLEXIBLE MEMBRANE FLG AND
FASTENER SEAL PER MANUF, ANCHOR SECURELY
16" O.C. PER MANUF, TYPICAL

MIN

6"

MIN

6"

2 3/8"
N.T.S. 2"

SUB-FASCIA BTM
1483'-4"

4
"

NEW BRICK VENEER w/GALV ADJ ANCH SYS
16" OC VERT, 32" OC HORIZ

PREFINISHED METAL HORIZONTAL WALL
PANELS & TRIM SYSTEM, RE:B9/AE501

PREFINISHED METAL WALL FLASHING W/PANEL
STARTER CLIP

1-1/2" GALV METAL "Z" FURRING, 16" O.C., ANCHOR
SECURELY TO INSULATED BACKUP PANEL CLIPS
& PANELS PER PANEL MANUF SPECIFICATIONS

2" INSULATED-CORE METAL WALL BACKUP PANEL
SYSTEM (R-14) W/FLEXIBLE MEMBRANE FLG AND
FASTENER SEAL PER MANUF, ANCHOR SECURELY
16" O.C. PER MANUF, TYPICAL

CONTINUOUS SEALANT AND BACKER ROD

NEW STRUC SUPPORT MEMBERS, RE: STRUC

EXTERIOR 8" x 18 GA GALV METAL STUDS,
16" O.C. W/CONT TRACK AT ENDS.

CONTINUOUS SEALANT

MIN 6" SPRAY CELLULOSE INSULATION
(R-19) PROVIDE HORIZONTAL BLOCKING
@ 4'-0"o.c. VERTICALLY (FILL VOIDS AT
STRUC)

SUBFRAMING FASTENER, ANCH INTO CENTER
OF PANEL CLIP PER MANUF - TYPICAL

5/8" GWB W/FLUID APPLIED VAPOR
PERMEABLE MEMBRANE AIR BARRIER
(ON WALL ABOVE CLG)

CONT DOUBLE-SIDED PREFIN METAL THRU-WALL
FLASHING W/4" VERT LEG AT INSUL PANEL,
SLOPING TOP & 1" RETURN AT BRICK (STRIP-IN
VERT LEG W/6" WIDE SELF-ADHERING FLEXIBLE
MEMBRANE PER PANEL MANUF)

5" 2" 8" 5/8"

2 3/8"
N.T.S. 2"

3
/4

"

CONT PREFIN METAL
GUTTER AND DOWNSPOUTS
W/1"x1/4" S.S. HANGER
STRAPS 18" OC

CONT FULL HEIGHT PREFIN METAL FASCIA
W/CONT PANEL STARTER CLIP BOTTOM

CONT PREFIN METAL EDGE
FLASHING W/CONT CLEAT AT
BOTTOM RETURN

CONT 30 MIL PVC FLASHING SET MIN
6" UNDER EXIST ROOF MEMBRANE &
TO GUTTER BOTTOM

STRIP-IN EXIST ROOF MEMBRANE PER
MANUF SPECIFICATIONS

EXIST ROOF MEMBRANE (VERIFY ON JOB)

EXIST BAR JOIST

PROTECT EXIST ROOF CONSTRUCTION
(VERIFY ON JOB).

2 1/2" x 20 GA MET FURRING 16" OC, W/CONT
TRACK AT ENDS, ANCH SECURELY TO STRUC

GALV STEEL CLIP ANGLES AT
EACH FURRING MEMBER
5/16" THICK x REQ'D SIZE

CONT ACM EXP JT W/SEALANT & BACKER ROD

CONT ICE & WATERSHIELD MEMBRANE
ON 1/2" EXTERIOR PLYWOOD OR OSB

CONT ACM WALL PANEL

EXIST CONC COLUMNS (V.O.J.)
FLUID APPLIED VAPOR PERMEABLE MEMBRANE
AIR BARRIER ON EXIST CONC COL PERIMETER

EXIST STEEL BEAM (V.O.J.)

4"

EXIST DEPTH

4 3/4" V.O.J.

VERIFY EXIST SOFFIT DEPTH & ADJUST METAL
FLASHING PROFILE AS REQUIRED (V.O.J.)

CONTINUOUS SEALANT

CONT DOUBLE-SIDED PREFIN METAL THRU-WALL
FLASHING W/4" VERT LEG AT CONC COL,
SLOPING TOP & 1" RETURN AT BRICK (STRIP-IN
VERT LEG W/6" WIDE SELF-ADHERING FLEXIBLE
MEMBRANE)

NEW BRICK VENEER w/GALV ADJ ANCH SYS
16" OC VERT, 32" OC HORIZ

V.O.J.

4 3/8"

4"
N.T.S.

2 1/2" x 20 GA MET FURRING 16" OC, W/CONT
TRACK AT ENDS, ANCH SECURELY TO STRUC

GALV STEEL CLIP ANGLES AT EACH FURRING
MEMBER  5/16" THICK x REQ'D SIZE

CONT ACM EXP JT W/SEALANT & BACKER ROD

CONT ICE & WATERSHIELD MEMBRANE
ON 1/2" EXTERIOR PLYWOOD OR OSB

CONT ACM WALL PANEL

CONT DOUBLE-SIDED PREFIN METAL THRU-WALL
FLASHING BEYOND AT METAL WALL PANELS
(CONTINUE FLASHING AT COLUMN CORNERS)

EXIST CONC COLUMNS (V.O.J.)

3
/4

"

FLUID APPLIED VAPOR PERMEABLE MEMBRANE
AIR BARRIER ON EXIST CONC COL PERIMETER

CONTINUOUS SEALANT w/ BACKER
ROD, TYPICAL EA SIDE

CONTINUOUS 3"x2" STEEL
ANGLE, SEE STRUCTURAL

2"x5" STEEL TUBE, SEE
STRUCTURAL

2"x6-1/2" THERMAL BROKEN
ALUMINUM STOREFRONT
SYSTEM W/SHIMS AS REQ'D

1" GLAZING AS SCHEDULED

6" GALVANIZED METAL STUDS @
16"o.c. W/CONT TRACK AT ENDS

6" SPRAY CELLULOSE INSULATION
(R-19) PROVIDE HORIZONTAL
BLOCKING @ 4'-0"o.c. VERTICALLY

MCB

TREATED WOOD NAILER AT
WINDOW PERIMETER

5/8" GWB

FACE BRICK

GALVANIZED METAL INTEGRAL OR
MID-PANEL  CLIP & MASONRY ANCHOR
SPACED VERTICALLY INTO FRAMING
MEMBER @ 16" O.C. & 32" O.C. HORIZ

PRIMARY MEMBRANE FLASHING FROM
WINDOW PERIMETER TO PANEL LINER, BY
INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUMINUM ADAPTER,
AND SILICONE RUBBER CORNERS/
SHEETS w/ LOCK IN DART, TYPICAL

ARCHITECT / ENGINEERS:
Drawing Title

Approved: Project Director

Project Title

Location

Date Checked Drawn

Drawing Number

Building Number

Project Number

Dwg. of

CONSULTANTS:

DateRevisions:

VA FORM 08-6231, OCT 1978

0
4

8
16

0
0

0
0

2
2

0
0

4
4

4
4

8
8

16
6
"

0
6
"

6
"

6
"

1
1

o
n
e
 
e
ig
h
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
q
u
a
rt
e
r 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
e
ig
h
th
s
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
h
a
lf
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
q
u
a
rt
e
rs
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

0

o
n
e
 
a
n
d
 
o
n
e
 
h
a
lf
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
s
ix
te
e
n
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

G

F

E

D

C

B

A

G

F

E

D

C

B

A

1 2 3 4 5 6 7 8 9 10
1 2 3 4 5 6 7 8 9 10

Office of

Facilities

Management

DEPARTMENT OF
VETERANS AFFAIRS

100% CONSTRUCTION DOCUMENTS

FULLY SPRINKLERED

126

4500 Burrow Drive
North Little Rock, AR  72116
Phone:  501-758-7443
Fax:      501-753-7309
www.taggarch.com

09/07/2012

Fayetteville, AR

Renovate Leroy Pond Army

Reserve Center for Mental Health

Residential Rehabilitation

Treatment/ Police Training

9/7/12 SG PQ

564-341

AE507

DETAILS AT SOUTH ELEVATION - AREA "B"

78

78

 3" = 1'-0"

AREA "B" STOREFRONT HEAD DETAIL
B1

 3" = 1'-0"

AREA "B" STOREFRONT SILL DETAIL
G1

 3" = 1'-0"

AREA "B" DETAIL METAL PANEL AT GUTTER/FASCIA
C5

 3" = 1'-0"

AREA "B" DETAIL TOP OF BRICK AT METAL WALL PANEL
D5

 3" = 1'-0"

AREA "B" DETAIL ACM WALL PANEL AT GUTTER/FASCIA
B8

 3" = 1'-0"

AREA "B" DETAIL TOP OF BRICK AT ACM WALL PANEL
D8 3" = 1'-0"

AREA "B" STOREFRONT JAMB DETAIL
D1


